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AT System Example - Annotated Timing

= The Goal Is to lllustrate:

— Application of TLM 2.0 in a real system

— Show out of order REQ and RESP phases
¢ Target

¢ |nitiator

= Possible Applications:

— Architectural exploration
— Early software development



Example Block Diagram

I TLM 2 GP
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How to run this example (Linux)

» Set SYSTEMC HOVE

" cd exanples/tlmat _oo0o/buil d-uniXx
* make cl ean

" make

= take run



How to run this example (MSVC)
= Open a explorer window on

exampl es/tl m at _o0oo/ bui | d-w ndows
= Launch at _000. sl n
= Select ‘Property Manager’ from the ‘View’ menu
= Under ‘at_ooo > Debug | Win32' select ‘systemc’
= Select ‘Properties’ from the ‘View’ menu
= Select ‘User Macros’ under ‘Common Properties’
= Update the ‘SYSTEMC' entry and apply

= Build and run



Expected Output ( 1of 3)
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select _initiator.cpp: 1824 ns - initiator_thread

Initiator: 101 starting new transaction for Addr:0x10000100
Initiator: 101 nb_transport_fw (GP, BEG N REQ O s)

select _initiator.cpp: 1824 ns - initiator_thread

Initiator: 101 ACCEPTED (GP, BEG N REQ O s)

Initiator: 101 transaction waiting end-request on backward-path
at _target _ooo_2 phase.cpp: 1824 ns - nb_transport _fw
Target: 202 nb_transport _fw (GP, BEG N REQ O s)

Target: 202 out of order transaction noved to response PEQ
Target: 202 with Addr: 0x00000100 and a delay of 780 ns
Target: 202 UPDATED (GP, END REQ 20 ns

select _initiator.cpp: 1834 ns - initiator_thread

Initiator: 102 starting new transaction for Addr:0x10000200
Initiator: 102 nb_transport _fw (GP, BEG N REQ 0 s)

select _initiator.cpp: 1834 ns - initiator_thread

Initiator: 102 ACCEPTED (GP, BEGA N REQ 0 s)

Initiator: 102 transaction waiting end-request on backward-path

at _target_ooo_2 phase.cpp: 1844 ns - nb_transport_fw
Target: 202 nb_transport_fw (GP, BEG N REQ O s)
Target: 202 transaction noved to response PEQ

Target: 202 with Addr: 0x00000200 and a delay of 80 ns
Target: 202 UPDATED (GP, END REQ 20 ns)



Router has
“modified”
address

Expected Output ( 20f 3)

Info: select _initiator.cpp: 1864 ns - nb_transport_bw
Initiator: 102 nb_transport_bw (GP, END REQ O s)from Addr: 0x00000200
Initiator: 102 transaction waiting begi n-response on backward path

— Initiator: 102 ACCEPTED (GP, END REQ O s)
Info: at _target _ooo_2 phase.cpp: 1924 ns - begi n_response_mnet hod
Target: 202 Starting response nethod for Addr: 0X00000200
Info: menory.cpp: 1924 ns - print
I D: 202 COMWAND: WRI TE Length: 04
Addr: 0x0000000000000200 Data: OxEFFFFDFF
Info: at _target _ooo_2 phase.cpp: 1924 ns - begi n_response_net hod
Target: 202 nb_transport_bw (GP, BEG N _RESP, SC ZERO TI ME)
Info: at _target _ooo_2 phase.cpp: 1924 ns - begi n_response_mnet hod
Target: 202 ACCEPTED (GP, BEA N_RESP, 0 s)
Info: select _initiator.cpp: 1924 ns - nb_transport_bw

RESP:IOF —_ Initiator: 102 nb_transport_bw (GP, BEG N_RESP, 0 s)from Addr: 0x00000200
_s;_econ " Initiator: 102 transaction noved to send-end-response PEQ
ransaction Initiator: 102 ACCEPTED (GP, BEG N_RESP, 0 s)

(out of order) Info: select_initiator.cpp: 1931 ns - send_end_rsp_net hod

Initiator: 102 starting send-end-response nethod
Initiator: 102 nb_transport_fw (G°, END RESP, 0 s)
Info: select _initiator.cpp: 1931 ns - send_end_rsp_net hod
Initiator: 102 COVPLETED (GP, END RESP, 0 s)
Info: at _target _ooo_2 phase.cpp: 1931 ns - nb_transport_fw
Target: 202 nb_transport_fw (GP, END RESP, 0 s)
Target: 202 COVWPLETED (GP, END RESP, 0 s)




Expected Output ( 3of 3) gﬁ;%eh;s

Info: at _target _ooo_2 phase.cpp: 2604 ns - begin_response_net hod
Target: 202 Starting response nethod for Addr: 0X00000100
Info: menory.cpp: 2604 ns - print

Approximately I D: 202 COMVAND: WRI TE Length: 04
line #3043 of log Addr: 0x0000000000000100 Data: OxEFFFFEFF
file Info: at _target _ooo_2 phase.cpp: 2604 ns - begin_response_net hod

Target: 202 nb_transport_bw (GP, BEG N _RESP, SC ZERO TI ME)
Info: at _target _ooo_2 phase.cpp: 2604 ns - begi n_response_mnet hod
Target: 202 ACCEPTED (GP, BEA N_RESP, 0 s)

RESP for first Info: select _initiator.cpp: 2604 ns - nb_transport_bw
Transaction _ Initiator: 101 nb_transport_bw (GP, BEG N RESP, 0 s)from Addr: 0x00000100
(out of order) Initiator: 101 transaction noved to send-end-response PEQ

Initiator: 101 ACCEPTED (GP, BEG N_RESP, 0 s)

Info: select _initiator.cpp: 2611 ns - send_end rsp_net hod
Initiator: 101 starting send-end-response net hod
Initiator: 101 nb_transport_fw (GP, END _RESP, 0O s)

Info: select _initiator.cpp: 2611 ns - send_end rsp_net hod
Initiator: 101 COVPLETED (GP, END RESP, 0 s)

Info: at _target _ooo_2 phase.cpp: 2611 ns - nb_transport_fw
Target: 202 nb_transport_fw (GP, END RESP, 0 s)
Target: 202 COVWPLETED (GP, END RESP, 0 s)




Initiator Module

Initiator Module (i niti ator _top)

top_initiator_socket

- sc_port * sc_export . tIminitiator_socket . tI mtarget socket



TLM Interface Module

request_in_{A TLM Interface Module (sel ect _initiator)
enable_next_request_event

\

nb_transport_bw

e

Initiator_socket

/

response_out_port

[~ nb_transport_bw

- sc_port * sc_export . tIminitiator_socket . tI mtarget socket



Target Module

Target Module (at _1_phase_t ar get )

memory_socket

e

/

nb_transport_fw

- sc_port # sc_export . tIminitiator_socket . tI mtarget socket



Router Component

Router Model (Si npl eBusAT<2, 2>)

T

initiator sockets (2) target sockets (2)

- sc_port # sc_export . tIminitiator_socket . tI mtarget socket




